
PARTS LIST

STOCK NUMBERDESCRIPTIONPART NUMBERQTYITEM

COMTIMSAW00051088 X 145 X 45TB-200-24811

COMHDPEGNBGGN19ORCHARD SLIDE PANEL SETPE-400-13712

COMSLIPLA0012900MM-1000MM SLIDEART. 11050 900-1000 SLIDE13

COMA2CSMSM6X25M6 X 25 (DIN 7991)M6 X 25 CSK SOCKET (DIN 7991)34

COMA2WH8X5050MM WASHER SCREWM8 X 50 TORX WASHER HEAD85

COMA2WH8X8080MM WASHER SCREWM8 X 80 TORX WASHER HEAD46

COMA2BHMSM10X30M10 X 30  (ISO 7380)M10 X 30 BUTTON HEAD27

COMA2FWM10M10 WASHER (DIN 125)M10 WASHER 28

COMA2DNM6M6 DOME NUTM6 DOME NUT (DIN 1587)39

COMA2DNM10M10 DOME NUTM10 DOME NUT (DIN 1587)210

COMPLACAP000130MM BLACK CAP30MM BOLT COVER411
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1. POSITION ONE END OF THE SLIDE INTO THE FOUNDATION AND REST THE SLIDING

    SECTION ON THE DECK. MARK THE LOCATION OF THE HOLES, PRE-DRILL AND SECURE 

    THROUGH AND TIGHTEN ON THE UNDERSIDE USING THE SUPPLIED FIXINGS.

NOTE: 

TO REDUCE THE RISK OF STEEL GALLING, USE LUBRICANT ON ALL STAINLESS STEEL FIXINGS

4. FINALLY, ENSURE UNIT IS LEVEL AND PLUMB, ALL FIXINGS HAVE BEEN TIGHTENED 

    AND PROTECTIVE CAPS IN PLACE. ADD CONCRETE TO EACH FOUNDATION HOLE AND 

    LEAVE FOR 48 HOURS
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2. AS ILLUSTRATED, SECURE THE GUARDING SECTION AROUND THE SLIDE. ENSURE 

   CRITICAL DIMENSIONS (FIG 1) ARE MAINTAINED.
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